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CONCRETE SHALL BE CLASS B (MIN. 28-DAY COMPRESSIVE
STRENGTH 3,500 P.S.L)

REINFORCING STEEL SHALL CONFORM TO ASTM A-706 GRADE 60.
TERMINATE REINFORCING STEEL 2" EACH SIDE OF CONSTRUCTION

& un

ALL JOINTS SHALL BE SEALED WITH APPROVED JOINT SEALANT.
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" (4) #3 CONTINUOUS
/ @ 18" 0.C.

#4 @ 12" 0.C.
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D/2 OR 6" (MIN.)

STEP FOOTING DETAIL

N.T.S.

\— CRUSHED STONE
FOOTING

1:1 OR FLATTER

WALL CAP (SECURE TO FREESTANDING
BLOCK WITH POLYURETHANE SEALANT)

FREESTANDING
BLOCKS

Front View

WALL CAP (SECURE TO FREESTANDING
BLOCK WITH POLYURETHANE SEALANT)

Back View

TOP-OF-WALL STEP DETAIL
N.T.S.

NOTES:

1. ONE-COMPONENT, HIGHLY FLEXIBLE, NON—PRIMING, GUN GRADE ELASTOMERIC POLYURETHANE
SEALANT SHALL HAVE MOVEMENT PLUS OR MINUS 25% PER ASTM C719, TENSILE STRENGTH
GREATER THAN 200 P.S.l. PER ASTM D412, AND ADHESION TO PEEL ON CONCRETE GREATER
THAN 20 P.L.I. PER ASTM C794. APPLY SEALANT IN ONE AND ONE-HALF-INCH (1.5") DIAMETER
ROUND "HERSEY KISS" SHAPED DOLLUPS LOCATED IN TWO ROWS AT THE TOP OF THE
FREESTANDING BLOCKS AT 8" ON CENTER SPACING.
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RAMP
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CURB AND | WARNING
235" PAVEMENT | GUTTER SURFACE SIDEWALK
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TYPICAL DETECTABLE WARNING INSTALLATION
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SQUARE PATTERN

NOTES:

1. LANDINGS WILL PROVIDE A LEVEL AREA (LESS THAN 2% GRADE OR CROSS SLOPE) AT APPROXIMATE STREET ELEVATION.
A 4 FOOT SQUARE LEVEL LANDING IS THE REQUIRED MINIMUM.

2. ALL SIDEWALK RAMPS REQUIRE DETECTABLE WARNINGS.

3. ANY DRIVEWAY 24’ OR GREATER REQUIRES ADA SIDEWALK TREATMENTS WITH DETECTABLE WARNINGS WHICH WILL BE
INCIDENTAL TO THE ENTRANCE CONSTRUCTION.

4. DETECTABLE WARNINGS SHALL BE INCIDENTAL TO SIDEWALK CONSTRUCTION.
5. DETECTABLE WARNING SURFACE BEGINS AT THE BACK OF CURB.

DETECTABLE WARNING DETAILS
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NOTES:

1. CONTRACTOR SHALL PROTECT THE BOLLARDS AFTER INSTALLATION.
2. COLOR TO BE DETERMINED BY THE ARCHITECT.

MODEL B-4-5B2, 6" BOLLARD

FAIR WEATHER SITE FURNISHINGS
360-895-2626 OR TOLL FREE 800-323-1798
PORT ORCHARD, WASHINGTON

BOLLARD DETAIL
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PAINTED 3" STEEL POST
| .—  (SEE FOOTING DETAILS)

8'-3" MIN.

; . 4 ) a AA
%x “q < 4
‘Q 3 4 4 4" WHITE| THERMOPLASTIC | BORDER
29 a lag
s'~0§ 2 a ) “ 4 o %
@ K s o | FEUSH TH ¢ ’ a
[T} 4 P
) D R BLUE THERMOPLASTIC
e e e G 0 0 0 0 0 00 0000 00000000000000000000000000000000000000000% 5000000000000 0000 ACKGROUND
B A A AAANAAS (o] aOfp'_‘Oh(]rIO’‘Or‘O’‘(Jr‘Of‘(2_‘Or‘Or\Or‘CJr\Or‘Or\Of\O{1(3{WO{Wcr\Or\(J(’Or\(Jr’Or\Or’Or’(Jr’O<?(Jr’Oncﬁoncncnﬁnc OOOOOOOOOOOOOOOOOOOOOOOOOO S OOOOOOOOOOSPOOO‘ ~o a ] /
| | \ | WHITE_THERMOPLASTIC
N 2 WOE DETECTIBLE | | e
\ PARKING BLOCK PARKING BLOCK 6" BEHIND EDGE OF | €
PAVEMENT P \
” /
.| |[=—4" PAINTED LINE 4" PAINTED LINE iy \ \
© (BLUE) (BLUE) / / \ \
\ O\
PAINTED PAINTED \ \
| SYMBOL SYMBOL /A \ '\
@ W\ /)N A
T N — i
3 ™ —
q
4-Q" 4" WHITE THERMOPLASTIC | BORDER
8'-0"
g=0" VAN ecESBLE =0 4"x4” GRID PROVIDED FOR LAYOUT OF SYMBOL. PROVIDE
’ 9 X | VI U L. VI
5‘°ADFS'?SPS:€ENSDARD THERMOPLASTIC COLORS IN ACCORDANCE WITH ADA AND
LOCAL REQUIREMENTS (TYPICALLY WHITE SYMBOL ON BLUE
BACKGROUND INSIDE WHITE BORDER)
HANDICAP PARKING AND
TYPICAL THERMOPLASTIC ACCESSIBLE
N.T.S. e
7" 2'
PRECAST CONC. PARKING BLOCK ‘_“ PRECAST PARKING BLOCK
[ I | :{: “ﬂ( CONC. PAVING
| i|i|<—#4 DOWEL 4»:: I : — - /_
X 12" #4 BAR CONT. R I L S
Ag oop . i N P
12" 40" T~ TT— T T—TTT—ITT—T
60" SIDE_VIEW - = = = = =S
-_ | — 1 |— | |—] | |—] | |—] |
FRONT VIEW SECTION
PARKING BLOCK DETAILS
N.T.S.
HANOVER PREST PAVER (12"x24"x2"™)
~ JOINT TREATMENT (PER MANUFACTURERS
(COLOR — CHARCOAL) RECOMMENDATION)
1" CLEAR COVER REQ'D. MORTAR THIN SET/LATEX MODIFIED SETTING BED

4" DEPTH CONCRETE BASE WITH

COMPACTED SUBGRADE

4x4 - W2.9xW2.9

PAVER DETAIL
N.T.S.

TRENCH DRAIN NOTES:

1. PROVIDE CONTRACTION JOINTS IN CONCRETE BAND AT MAX 5° O.C. COORDINATE JOINT LOCATIONS WITH
PAVER LAYOQUT.

> uN

CONCRETE WASH (1)

GUARD POST DETAIL

N.T.S.

COLOR TO BE DETERMINED BY

’ | ARCHITECHT

6" DIA. GALVANIZED PIPE FILLED

.| """ W/CONCRETE. PANT "PT-1"

WIRE MESH REINFORCING STEEL SHALL BE CUT FROM FLAT SHEET STOCK.

WIRE MESH REINFORCEMENT SHALL BE PROPERLY SUPPORTED ON STEEL MESH CHAIRS AT MAX 2' O.C.
GRID SPACING

PROVIDE DOWELED EXPANSION JOINT WHERE PAVER SUBGRADE SLAB ABUTS CONCRETE SIDEWALK.

2'-3"

2’-9"

POST CAP :E

TENSION BAND

f (MORTAR COLOR TO BE SELECTED BY ARCHITECT)
4 : TENSION BAR — i

—— 4" ISOLATION JOINT

P P P P b 0 *N—12" WIDE_x12" HEIGHT
— === === =] 7| conerere ao

CORNER/END POST ——=

PAINTED WHITE

:

DIRECTION ARROW DETAIL

N.T.S.

/SLOPE CONCRETE AWAY FROM POST

< - —] _—CONCRETE PAVING
- -1_4 < AA 4.4 $
[~ _—— COMPACTED SUBGRADE
<4 sl w oy
—| | =l |=
—r M:,‘
N
"| _E=l-=——CONCRETE FOOTING
B S
\\R
% N i #3 REBARS AT GUARD POST.
|« [=lIF12" o.c. VERTICALLY (TYP.)
- -
—— = |
=== =
1'-6"

2'-6" (TYP.)

3'—0" CONCRETE FOOTING (TYP.)

r

|—>J>'
CURB ~DETECTABLE WARNING STRIPS
4 7 7 ° L7 h
pa!
g Al - / b 4
4 2 A < <
7 7 [ < ‘ ‘ < ﬂ a4 é A N ” ”
B £ 9 s B
t N SLOPE < B SLOPE a |’ f
A 1: AX. < 1:1 .
1:12 MAX. It ) ) 2 MAX.
N 4 N a 9 ) N
< o A 94
< 4
A ; 2 A ) < A 5 )
B 4 a < pat 2 p
) R 4 s CURB
N g4 ” //_
< < = < A
a
9 ’ A ‘ < 4 4 4 ’ ) v
< A
Vi < 4 2 g
6'—0" MIN. SEE PLANS 6'—0" MIN.
|—>>I
PLAN
1= “a a 4
—|[I= 1 % s oo, FLUSH WITH PARKING
== .. ° .
J— ~ ) i 4 <
SECTION "A-A"
1 G'—O" MIN. | 5'—0” MIN. | 6'—0” MIN. |
SLo AX.
T < PE 4. A2 M 7
A4 I: 12 MAX. ‘ ‘ S\—OPE \ "2 2 p
7 . ~ 4 < 4 PN
: ‘ 4 iR a 47 <
g Pa) g

SECTION "B-B”

NOTE: SURFACE TEXTURE OF THE RAMP SHALL BE THAT OBTAINED BY A COARSE
BROOMING. TRANVERSE TO THE SLOPE OF THE RAMP.

ACCESSIBLE RAMP IN SIDEWALK

N.T.S.

10'-0"

SAAAAAAAIAAAAAAAATT
9 9, 9! 9! 9! 9! 9! 9t 9. 9t 9 9t 9 9t

‘$ﬁﬁﬁpﬁpﬁpﬁpﬁﬁﬁ L
NN

VA
i
| | | | | 2 9 2 8 » \/
i/’llﬂl/‘lwlew’lwlw’lwlﬁ wlw’lz‘l/ 9
NN NN NN N NN NN NN NN

—
el —

—

YA

g ? YA

ML

)

d

A
R0 PR DA TR A R AL R R R SO
e e Y
RO DR R R DR DR DR DR P P P T R R o
|\i¢ \1//1 l\i/’l \1//1 \9’1 \1//1 \9’1 \1//1 l\i/’l l\v’l \i/’l \1//1 l\i/’l l\i/’l l\i/’l
v/l\iﬁ\iﬁ\ix’i\iﬁ\f\w‘\iﬁ\v/l\9’1\94\9’1\94\9’1\9’1
\,ﬁ l\:)/] l\,ﬁ l\:)/] l\,),] l\:)/] l\,),] l\:}/l l\,},] l\ﬁ l\,},] l\:/,] l\,},] l\, |\ﬁ
y l\, I\, l\, I\/ l\, I\w l\/ I\w l\/ I\/ l\/ I\/ l\/ ’ |
DO DL PR R DR AL P R R A P R R AL
\'ﬁ \1/’1 \7’1 \1/’1 \7’1 \1/’1 \7’1 \1/’1 \'/’1 \1/’1 \'/’1 \1/’1 \’/’1 I\V’l l\f
DO DAL PR T DR AL P R R A T TR R AL
NNNNNNNNN YN NN NN
&ééz‘éééééééééz‘éé i
o LR TR TR TR A A wltxlwlvlwlwlwl
NN
' RN PN NN NN NN NSNS
RO DR R R DR DR DR R P P T T R R
N l\, l\, l\, l\, N l\, N l\, N l\, N l\, l\, |\A
RO DAL PR R R A PR R R A R R R R T
bbb dd b dddd
HHEH AR
T A MM
\Angww»nwww,nw,ng\,//;

A DAL DAL PR A TR R A LA R TR R TR A
AR A R A R AN E
PN I\ % % % % o w By : \;,1 I\/

4 \:,/;

MG GOBHGOB TR
7 7 l\f

| | | | s 2 S 0 »
a1 % ‘lwIwllwlwllwlwllwlwllwlw‘
NN NN NN NN NN NN
a0 PR A R R R D R P e

T AT ST S SN S SN

NI
///§§/;13////<§ > S
SN
K 7 X
» NN NN N

//\//\\ A \//\ \///\ \//\///\

%7
X /\ /\\ /\/\ /\/
N AN ANONANANIN
90D v

A
/\\//\}//\//\//\\ \//\ N N N \//\\///

AN

30" MIN. (TYP.)

NOTE: WHERE FENCE CROSSES EXISTING PAVEMENT THAT
WILL REMAIN, MOVABLE POST BASES ARE REQUIRED.

10" (TYP.A

6’ TEMPORARY CONSTRUCTION
FENCE WITH WINDSCREEN

N.T.S.

212 WATERFORD SQUARE

SUITE 300

M*MASTER & ASSOCIATES, INC. | mMADISON, MS 39110

CIVIL ENGINEERS & LAND SURVEYORS 601.605.1090

DEAN

ARCHITECTURE

GEDDIE | GRANT | OUBRE

661 Sunnybrook, Ste 140
Ridgeland, MS 39157
601.939.7717
deandean.com

—‘:‘;‘E‘\“‘\
- S‘ ...
o= “nc;‘;;;%} n,
e A
T,
75 12

=

-
nf
’é\-r.@‘#‘

CONSTRUCTION
DOCUMENTS

“

20 2
o =
0 a
) &
B - 3
OL - <
S 8 .28
.. E 00 S
O.Qm:n:a
> TZ = B
n o c
) - O 0O
) c x =
Oy S 0 2
'6‘8m®>
o 000 cx

RANKIN CAMPUS) HINDS COMMUNITY COLLEGE

COMMUNITY COLLEGE BOARD)

THE COMMONS - PACKAGE A

(
(

PEARL, MISSISSIPPI

Sheet Number:

Cl105

SITE IMPROVEMENT
DETAILS


AutoCAD SHX Text
SIGN AT HANDICAP PARKING SPACE

AutoCAD SHX Text
ACCESSIBLE

AutoCAD SHX Text
VAN

AutoCAD SHX Text
7'-0"

AutoCAD SHX Text
FINISH GRADE

AutoCAD SHX Text
PAINTED STEEL POST

AutoCAD SHX Text
.063" ALUM. W/ SCREEN 

AutoCAD SHX Text
PRINT COPY - BOLT

AutoCAD SHX Text
TO POST

AutoCAD SHX Text
1'-6"

AutoCAD SHX Text
RESERVED

AutoCAD SHX Text
PARKING

AutoCAD SHX Text
1'-0"

AutoCAD SHX Text
WHITE BACKGROUND

AutoCAD SHX Text
DARK BLUE BORDER

AutoCAD SHX Text
DARK BLUE BACKGROUND

AutoCAD SHX Text
GREEN LETTERS

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
PAINTED 3" STEEL POST

AutoCAD SHX Text
(SEE FOOTING DETAILS)

AutoCAD SHX Text
VAN ACCESSIBLE SIGN

AutoCAD SHX Text
(SEE DETAIL)

AutoCAD SHX Text
FOOTING DETAIL FOR HANDICAP PARKING SIGN 

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
ASPHALT PARKING

AutoCAD SHX Text
7'-0"

AutoCAD SHX Text
(SEE DETAIL)

AutoCAD SHX Text
HANDICAP SIGN

AutoCAD SHX Text
6" DIAMETER BOLLARD

AutoCAD SHX Text
SIGN BASE (BLUE)

AutoCAD SHX Text
12" DIAMETER CONCRETE

AutoCAD SHX Text
FOOTING

AutoCAD SHX Text
3'-0" MIN.

AutoCAD SHX Text
HANDICAP PARKING AND

AutoCAD SHX Text
2'-O"

AutoCAD SHX Text
4" PAINTED LINE

AutoCAD SHX Text
18'

AutoCAD SHX Text
SYMBOL

AutoCAD SHX Text
PAINTED

AutoCAD SHX Text
3'-0"

AutoCAD SHX Text
8'-0"

AutoCAD SHX Text
4-0"

AutoCAD SHX Text
(BLUE)

AutoCAD SHX Text
4" PAINTED LINE

AutoCAD SHX Text
(BLUE)

AutoCAD SHX Text
8'-0"

AutoCAD SHX Text
SYMBOL

AutoCAD SHX Text
PAINTED

AutoCAD SHX Text
FLUSH WITH

AutoCAD SHX Text
5'-6" CONC.

AutoCAD SHX Text
SIDEWALK

AutoCAD SHX Text
ACCESSIBLE RAMP DETAILS

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
8'-0"

AutoCAD SHX Text
PARKING BLOCK

AutoCAD SHX Text
PARKING BLOCK

AutoCAD SHX Text
PARKING

AutoCAD SHX Text
WHITE THERMOPLASTIC

AutoCAD SHX Text
SYMBOL

AutoCAD SHX Text
4" WHITE THERMOPLASTIC BORDER

AutoCAD SHX Text
BLUE THERMOPLASTIC

AutoCAD SHX Text
BACKGROUND

AutoCAD SHX Text
4" WHITE THERMOPLASTIC BORDER

AutoCAD SHX Text
4"x4" GRID PROVIDED FOR LAYOUT OF SYMBOL. PROVIDE

AutoCAD SHX Text
THERMOPLASTIC COLORS IN ACCORDANCE WITH ADA AND

AutoCAD SHX Text
LOCAL REQUIREMENTS (TYPICALLY WHITE SYMBOL ON BLUE

AutoCAD SHX Text
BACKGROUND INSIDE WHITE BORDER)

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
SYMBOL FOR PAVEMENT

AutoCAD SHX Text
TYPICAL THERMOPLASTIC ACCESSIBLE

AutoCAD SHX Text
SIGN

AutoCAD SHX Text
SIGN

AutoCAD SHX Text
VAN ACCESIBLE

AutoCAD SHX Text
5'-0" FOR STANDARD

AutoCAD SHX Text
ADA SPACES

AutoCAD SHX Text
"A"

AutoCAD SHX Text
"A"

AutoCAD SHX Text
SEE PLANS

AutoCAD SHX Text
FLUSH WITH PARKING

AutoCAD SHX Text
6'-0" MIN.

AutoCAD SHX Text
6'-0" MIN.

AutoCAD SHX Text
1:12 MAX.

AutoCAD SHX Text
SLOPE

AutoCAD SHX Text
1:12 MAX.

AutoCAD SHX Text
SLOPE

AutoCAD SHX Text
"B"

AutoCAD SHX Text
"B"

AutoCAD SHX Text
6'-0" MIN.

AutoCAD SHX Text
6'-0" MIN.

AutoCAD SHX Text
SLOPE 1:12 MAX.

AutoCAD SHX Text
SLOPE 1:12 MAX.

AutoCAD SHX Text
NOTE: SURFACE TEXTURE OF THE RAMP SHALL BE THAT OBTAINED BY A COARSE

AutoCAD SHX Text
BROOMING. TRANVERSE TO THE SLOPE OF THE RAMP.

AutoCAD SHX Text
PLAN

AutoCAD SHX Text
SECTION "A-A"

AutoCAD SHX Text
SECTION "B-B"

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
ACCESSIBLE RAMP IN SIDEWALK

AutoCAD SHX Text
ASPHALT

AutoCAD SHX Text
DETECTABLE WARNING STRIPS

AutoCAD SHX Text
5'-0" MIN.

AutoCAD SHX Text
CURB

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
GUARD POST DETAIL

AutoCAD SHX Text
1'-6"

AutoCAD SHX Text
4'-0"

AutoCAD SHX Text
2"

AutoCAD SHX Text
4'-0"

AutoCAD SHX Text
8'-3" MIN.

AutoCAD SHX Text
CONCRETE WASH (1")

AutoCAD SHX Text
6" DIA. GALVANIZED PIPE FILLED

AutoCAD SHX Text
W/CONCRETE. PAINT "PT-1"

AutoCAD SHX Text
SLOPE CONCRETE AWAY FROM POST

AutoCAD SHX Text
CONCRETE PAVING

AutoCAD SHX Text
COMPACTED SUBGRADE

AutoCAD SHX Text
CONCRETE FOOTING

AutoCAD SHX Text
#3 REBARS AT GUARD POST.

AutoCAD SHX Text
12" O.C. VERTICALLY (TYP.)

AutoCAD SHX Text
FLAT CAP (TYP.)

AutoCAD SHX Text
CURB

AutoCAD SHX Text
2' WIDE DETECTABLE

AutoCAD SHX Text
WARNING SYSTEM BEGINS

AutoCAD SHX Text
6" BEHIND EDGE OF 

AutoCAD SHX Text
PAVEMENT

AutoCAD SHX Text
SECTION

AutoCAD SHX Text
2'

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
PRECAST CONC. PARKING BLOCK

AutoCAD SHX Text
FRONT VIEW

AutoCAD SHX Text
PARKING BLOCK DETAILS

AutoCAD SHX Text
6'-0"

AutoCAD SHX Text
12"

AutoCAD SHX Text
4'-0"

AutoCAD SHX Text
#4 DOWEL

AutoCAD SHX Text
X 12"

AutoCAD SHX Text
SIDE VIEW

AutoCAD SHX Text
12"

AutoCAD SHX Text
#4 BAR CONT.

AutoCAD SHX Text
5"

AutoCAD SHX Text
7"

AutoCAD SHX Text
CONC. PAVING

AutoCAD SHX Text
PRECAST PARKING BLOCK

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
BOLLARD DETAIL

AutoCAD SHX Text
2'-6"

AutoCAD SHX Text
1'-0"

AutoCAD SHX Text
#3 REBARS AT BOLLARD

AutoCAD SHX Text
12" O.C. VERTICALLY (TYP.)

AutoCAD SHX Text
30" STANDARD

AutoCAD SHX Text
GRADE

AutoCAD SHX Text
CONCRETE FOOTING

AutoCAD SHX Text
4"

AutoCAD SHX Text
1/2" TYP.

AutoCAD SHX Text
9 1/2"

AutoCAD SHX Text
O.D.

AutoCAD SHX Text
5/8"

AutoCAD SHX Text
1" REVEALS (TYP.)

AutoCAD SHX Text
5" SCH. 10 PIPE (5.56" O.D.)

AutoCAD SHX Text
3"

AutoCAD SHX Text
18"

AutoCAD SHX Text
MODEL B-4-5B2, 6" BOLLARD

AutoCAD SHX Text
FAIR WEATHER SITE FURNISHINGS

AutoCAD SHX Text
360-895-2626 OR TOLL FREE 800-323-1798

AutoCAD SHX Text
PORT ORCHARD, WASHINGTON

AutoCAD SHX Text
NOTES:

AutoCAD SHX Text
1. CONTRACTOR SHALL PROTECT THE BOLLARDS AFTER INSTALLATION.

AutoCAD SHX Text
2. COLOR TO BE DETERMINED BY THE ARCHITECT.

AutoCAD SHX Text
COLOR TO BE DETERMINED BY ARCHITECHT

AutoCAD SHX Text
DIRECTION ARROW DETAIL

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
1'-0"

AutoCAD SHX Text
8" (TYP.)

AutoCAD SHX Text
2'-9"

AutoCAD SHX Text
2'-3"

AutoCAD SHX Text
PAINTED WHITE

AutoCAD SHX Text
COMPACTED SUBGRADE

AutoCAD SHX Text
1"

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
PAVER DETAIL

AutoCAD SHX Text
HANOVER PREST PAVER (12"x24"x2")  (COLOR - CHARCOAL)

AutoCAD SHX Text
JOINT TREATMENT (PER MANUFACTURERS RECOMMENDATION)

AutoCAD SHX Text
MORTAR THIN SET/LATEX MODIFIED SETTING BED (MORTAR COLOR TO BE SELECTED BY ARCHITECT)

AutoCAD SHX Text
12" WIDE x12" HEIGHT CONCRETE BAND

AutoCAD SHX Text
1" CLEAR COVER REQ'D.

AutoCAD SHX Text
12" ISOLATION JOINT

AutoCAD SHX Text
TRENCH DRAIN NOTES: 1. PROVIDE CONTRACTION JOINTS IN CONCRETE BAND AT MAX 5' O.C. COORDINATE JOINT LOCATIONS WITH PROVIDE CONTRACTION JOINTS IN CONCRETE BAND AT MAX 5' O.C. COORDINATE JOINT LOCATIONS WITH PAVER LAYOUT. 2. WIRE MESH REINFORCING STEEL SHALL BE CUT FROM FLAT SHEET STOCK. WIRE MESH REINFORCING STEEL SHALL BE CUT FROM FLAT SHEET STOCK. 3. WIRE MESH REINFORCEMENT SHALL BE PROPERLY SUPPORTED ON STEEL MESH CHAIRS AT MAX 2' O.C. WIRE MESH REINFORCEMENT SHALL BE PROPERLY SUPPORTED ON STEEL MESH CHAIRS AT MAX 2' O.C. GRID SPACING 4. PROVIDE DOWELED EXPANSION JOINT WHERE PAVER SUBGRADE SLAB ABUTS CONCRETE SIDEWALK.PROVIDE DOWELED EXPANSION JOINT WHERE PAVER SUBGRADE SLAB ABUTS CONCRETE SIDEWALK.

AutoCAD SHX Text
4" DEPTH CONCRETE BASE WITH 4x4 - W2.9xW2.9

AutoCAD SHX Text
FENCE WITH WINDSCREEN

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
TENSION BAND

AutoCAD SHX Text
TENSION BAR

AutoCAD SHX Text
CORNER/END POST

AutoCAD SHX Text
POST CAP

AutoCAD SHX Text
10'-0"

AutoCAD SHX Text
3'-0" CONCRETE FOOTING (TYP.)

AutoCAD SHX Text
2'-6" (TYP.)

AutoCAD SHX Text
30" MIN. (TYP.)

AutoCAD SHX Text
6'-0"

AutoCAD SHX Text
5'-8"

AutoCAD SHX Text
2"

AutoCAD SHX Text
1"

AutoCAD SHX Text
2"

AutoCAD SHX Text
10" (TYP.)

AutoCAD SHX Text
6' TEMPORARY CONSTRUCTION

AutoCAD SHX Text
NOTE: WHERE FENCE CROSSES EXISTING PAVEMENT THAT

AutoCAD SHX Text
WILL REMAIN, MOVABLE POST BASES ARE REQUIRED.

AutoCAD SHX Text
2.35'

AutoCAD SHX Text
2.35'

AutoCAD SHX Text
PAVEMENT

AutoCAD SHX Text
CURB AND

AutoCAD SHX Text
GUTTER

AutoCAD SHX Text
WARNING

AutoCAD SHX Text
SURFACE

AutoCAD SHX Text
3'-0"

AutoCAD SHX Text
6"

AutoCAD SHX Text
SIDEWALK

AutoCAD SHX Text
RAMP

AutoCAD SHX Text
VARIES PER 

AutoCAD SHX Text
MANUFACTURER

AutoCAD SHX Text
2.35'

AutoCAD SHX Text
0.2"

AutoCAD SHX Text
0.9"

AutoCAD SHX Text
SQUARE PATTERN

AutoCAD SHX Text
TRUNCATED DOME PROFILE

AutoCAD SHX Text
TYPICAL DETECTABLE WARNING INSTALLATION

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
DETECTABLE WARNING DETAILS

AutoCAD SHX Text
NOTES:

AutoCAD SHX Text
1. LANDINGS WILL PROVIDE A LEVEL AREA (LESS THAN 2% GRADE OR CROSS SLOPE) AT APPROXIMATE STREET ELEVATION.

AutoCAD SHX Text
A 4 FOOT SQUARE LEVEL LANDING IS THE REQUIRED MINIMUM.

AutoCAD SHX Text
2. ALL SIDEWALK RAMPS REQUIRE DETECTABLE WARNINGS.

AutoCAD SHX Text
3. ANY DRIVEWAY 24' OR GREATER REQUIRES ADA SIDEWALK TREATMENTS WITH DETECTABLE WARNINGS WHICH WILL BE

AutoCAD SHX Text
INCIDENTAL TO THE ENTRANCE CONSTRUCTION.

AutoCAD SHX Text
4. DETECTABLE WARNINGS SHALL BE INCIDENTAL TO SIDEWALK CONSTRUCTION.

AutoCAD SHX Text
5. DETECTABLE WARNING SURFACE BEGINS AT THE BACK OF CURB.


| AS REQ'D
2°-0" BEHIND
BACK OF CURB CONCRETE CURB AND GUTTER
4% SLOPE NP \/ "
v =t — mE - 2" THICK HOT BITUMINOUS PAVEMENT SURFACE COURSE, (SC-1), (TYPE 8)
A\ / Lopt wanies
a < ¢
< < 4 ‘

2II

1'-0" GRAPHIC SCALE

3II

6"

1%" =1'-0" GRAPHIC SCALE

o 2|I

1'-0" GRAPHIC SCALE

1II

6II

%" =1'-0" GRAPHIC SCALE

1'-0" GRAPHIC SCALE

=

3/2"

%" =1'-0" GRAPHIC SCALE

16

1'-0" GRAPHIC SCALE

01234

1’8"

THE COMMONS - PACKAGE A

PEARL, MS
24053

12" LIME TREATED SUBGRADE (6%) \\4" THICK HOT MIX ASPHALT BASE COURSE, (BB-1), (TYPE 6)

LIGHT—-DUTY ASPHALT PAVEMENT
N.T.S.

FLAT CAP (TYP.)

AS REQUIRED

6-6 x 10—-10 W.W.M.—

LIGHT BROOM FINISH j

Il ‘Ei\\\- =
COMPACTED SUB-GRADE

CONCRETE SIDEWALK DETAIL

N.T.S.

NOTES:

. PROVIDE CONTRACTION JOINTS AT 5'-0" O.C. AND EXPANSION JOINTS AT 30'-0" O.C., AND AT INTERSECTION OF WALKS.
. CONTRACTION JOINTS SHALL BE A MINIMUM OF 1" OF DEPTH AND A MAXIMUM OF 1/4 DEPTH OF THE PAVEMENT. EDGES

SHALL BE TOOLED TO A 1/4" RADIUS.

. EXPANSION JOINTS SHALL BE 1/2" IN WIDTH AND FILLED WITH PREMOULDED EXPANSION JOINT FILLER TO WITHIN 1/2" OF

THE SURFACE. EDGES SHALL BE TOOLED TO A 1/4" RADIUS AND SEALED FLUSH WITH AN APPROVED SEALANT.

4. MAX. SLOPE IN RUN OF SIDEWALKS TO BE 5% MAX. CROSSLOPE TO BE MAX 2%.
5. SPECIFICATIONS FOR ALL CONCRETE AND REINFORCEMENT ARE AS FOLLOWS:

CONCRETE: 3,500 PSI IN 28 DAYS
REINFORCING STEEL: PER ASTM A-615, GRADE 60

. PROVIDE FULL DEPTH ISOLATION JOINT IN ALL LOCATIONS WHERE SIDEWALK ABUTTS CURBS, INLETS, WALLS, FOUNDATIONS,

AND OTHER FIXED OBJECTS.
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1. CONTRACTOR SHALL PROTECT THE BOLLARDS AFTER INSTALLATION.
2. COLOR TO BE DETERMINED BY THE ARCHITECT.
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FAIR WEATHER SITE FURNISHINGS
360-895-2626 OR TOLL FREE 800-323-1798 RAMP
PORT ORCHARD, WASHINGTON
PAVEMENT 3'—gl"JRv|¥:§rE«Nc SIDEWALK
BOLLARD DETAIL FILL JOINTS WITH BEDDING SAND—
N.T.S. TRUNCATED DOME CONCRETE PAVERSX
ANOVER PREST PAVER (12"x24"x2"
1" CLEAR COVER REQ'D. MORTAR THIN SET/LATEX MODIFIED SETTING BED (ABSORBED ITEM)
f (MORTAR COLOR TO BE SELECTED BY ARCHITECT) _e_"_[
J1 IE( J1 JL

TYPICAL DETECTABLE WARNING

INSTALLATION

— J" ISOLATION JOINT

[™—12" WIDE x12" HEIGHT
CONCRETE BAND

NOTES:

4" DEPTH CONCRETE BASE WITH
4x4 - W2.9xW2.9

COMPACTED SUBGRADE
2. ALL SIDEWALK RAMPS REQUIRE DETECTABLE WARNINGS.

3. ANY DRIVEWAY 24’ OR GREATER REQUIRES ADA SIDEWALK TREATMENTS WITH DETECTABLE WARNINGS WHICH WILL BE

INCIDENTAL TO THE ENTRANCE CONSTRUCTION.

NOTE: DETECTABLE WARNING PAVERS SHALL BE GRAY IN COLOR

PAVER DETA'L 4. DETECTABLE WARNINGS SHALL BE INCIDENTAL TO SIDEWALK CONSTRUCTION.

N.T.S.

TRENCH DRAIN NOTES:

5. DETECTABLE WARNING SURFACE BEGINS AT THE BACK OF CURB AND 6" BEHIND EDGE OF PAVEMENT.

DETECTABLE WARNING DETAILS

1. PROVIDE CONTRACTION JOINTS IN CONCRETE BAND AT MAX 5’ O.C. COORDINATE JOINT LOCATIONS WITH
PAVER LAYOUT.

WRE MESH REINFORCING STEEL SHALL BE CUT FROM FLAT SHEET STOCK.

WIRE MESH REINFORCEMENT SHALL BE PROPERLY SUPPORTED ON STEEL MESH CHAIRS AT MAX 2' O.C.
GRID SPACING

PROVIDE DOWELED EXPANSION JOINT WHERE PAVER SUBGRADE SLAB ABUTS CONCRETE SIDEWALK.
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PITCHED GUTTER

CONCRETE CURB AND GUTTER DETAIL

1. LANDINGS WILL PROVIDE A LEVEL AREA (LESS THAN 2% GRADE OR CROSS SLOPE) AT APPROXIMATE STREET ELEVATION. N.T.S.
A 4 FOOT SQUARE LEVEL LANDING IS THE REQUIRED MINIMUM.

NOTES:
1. CONCRETE SHALL BE 3,500 P.S.I. MINIMUM.

2. PROVIDE CONTRACTION JOINTS AT 10'-0" O.C. AND EXPANSION JOINTS AT 40'-0" O.C.
3. CONTRACTION JOINTS SHALL BE A MINIMUM OF 1" OF DEPTH AND A MAXIMUM OF 1/4 DEPTH OF THE PAVEMENT. EDGES

SHALL BE TOOLED TO A 1/4" RADIUS.

4, EXPANSION JOINTS SHALL BE 1/2" IN WIDTH AND FILLED WITH PREMOULDED EXPANSION JOINT FILLER TO WITHIN 1/2" OF

THE SURFACE. EDGES SHALL BE TOOLED TO A 1/4" RADIUS AND SEALED FLUSH WITH AN APPROVED SEALANT.

5. CONTRACTOR TO FIELD VEREFIY TYPE OF GUTTER PITCH USED.

SLAB
THICKNESS

<

<
THICKENED ASPHALT PAVEMENT A
9 EDGE

THICKENED EDGE DETAIL

SAWCUT TO 1/4 SLAB THICKNESS

MAXIMUM WIDTH 1/2" _\

SLAB THICKNESS

zm_” ]
4
&

CONTRACTION JOINTS IN CONCRETE

NOTE: CONTRACTION JOINT WIDTHS 1/4” OR GREATER
SHALL BE SEALED WITH APPROVED SEALANT.

SLAB THICKNESS

COAT DOWEL WITH
BUTT-JOINT BOND-BREAKER
SMOOTH DOWEL @ EXPANSION
12" 0.C. (TYP.) [ CAP SLIP FIT
pA)

DOWELLED CONSTRUCTION JOINT
HEAVY—DUTY & LIGHT-DUTY PAVEMENT

DOWEL SCHEDULE:
HEAVY-DUTY CONCRETE 1 1/4" DIAMETER, 15" LONG
LIGHT-DUTY CONCRETE 3/4" DIAMETER, 14" LONG

JOINT SEALANT (ZIP STRIP)
COAT DOWEL WITH

SLAB THICKNESS

1/2" PREMOLDED
EXPANSION MATERIAL
SMOOTH DOWEL @ 12" 0.C. (TYP.) BOND-BREAKER
SEE DOWEL SCHEDULE BELOW —\ /7EXPANSI0N CAP SLIP FIT

}%__1_?_

SLAB THICKNESS

Adjacent Building / Or Per Plan
Structure

EXPANSION JOINT IN CONCRETE

DOWEL SCHEDULE:

HEAVY-DUTY CONCRETE 1 1/4" DIAMETER, 15" LONG
LIGHT-DUTY CONCRETE 3/4" DIAMETER, 14" LONG
CONCRETE SIDEWALK 1/2" DIAMETER, 14" LONG

NOTE: PROVIDE THICKENED EDGE ("T"+1 INCH) 12" EACH
SIDE OF EXPANSION JOINT IN CONCRETE SIDEWALK.

JOINT SEALANT (ZIP STRIP)
1/2" PREMOLDED

/ EXPANSION MATERIAL

Pa)

<

F <X pROPOSED CONGRETE EXISTING PAVEMENT/
5 PAVEMENT STRUCTURE

4 4

Pa)

<

ISOLATION JOINT IN CONCRETE

CONCRETE JOINT DETAILS

N.T.S.

Crushed Slote Maintenance
Strip 4" Deep

36" Wide Around (Grade Size 1"-2.5" Pieces)

Building Perimeter

4" Perforated Steel Edge

Sod
A I\I\W\AV\M\I\W\W\W 74

Filter Fabric

CRUSHED SLATE MAINTENANCE STRIP

N.T.S.
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